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Issued to:  C & D TECHNOLOGIES INC 

1400 UNION MEETING RD 

PO BOX 3053 

BLUE BELL PA 19422 

   

This is to certify that 

representative samples of 

 COMPONENT - BATTERIES, STANDBY  

See Addendum 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 1989, Standby Batteries 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
The UL Recognized Component Mark generally consists of the manufacturer’s identification and catalog 
number, model number or other product designation as specified under “Marking” for the particular 
Recognition as published in the appropriate UL Directory.  As a supplementary means of identifying products 
that have been produced under UL’s Component Recognition Program, UL’s Recognized Component Mark: 

, may be used in conjunction with the required Recognized Marks.  The Recognized Component Mark is 
required when specified in the UL Directory preceding the recognitions or under “Markings” for the individual 
recognitions. 
 
Recognized components are incomplete in certain constructional features or restricted in performance 
capabilities and are intended for use as components of complete equipment submitted for investigation rather 
than for direct separate installation in the field.  The final acceptance of the component is dependent upon its 
installation and use in complete equipment submitted to UL LLC. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
Component - sealed cells, lead-acid batteries and cell complying with the requirements of the sealed 
battery/cell pressure release test of UL 1989, Standard for Standby Batteries. 
 
~Orion Series, Models: OR90-9, OR90-9FR, OR90-11, OR90-11FR, OR90-13, OR90-13FR, OR90-15, 
OR90-15FR, OR90-17, OR90-17FR, OR90-19, OR90-19FR, OR90-21, OR90-21FR, OR90 23, OR90-
23FR, OR90-25, OR90-25FR, OR90-27, and OR90 27FR. 
 
~HD/HDL and RHD/RHDL Series, Models: HD-350, HD-460, HD-580, HD-810, HD-1040, HD-1260, 
HD-1500, HD-2000, HDL 295, HDL 390, HDL 490, HDL 685, HDL 880, HDL-1075, HDL-1270, HDL-
1700, RHD 190, RHD 250, RHD 315, RHD 440, RHDL 160, RHDL-215, RHDL 270, RHDL 375, 6-RHD-
180, 4-RHD-240, 6-RHD-240, 4-RHD-300, 6-RHD-300, 3-RHD-420, 4-RHD-420, 6-RHD-420, 6-RHDL-
160, 4-RHDL-215, 6-RHDL-215, 4-RHDL-270, 6-RHDL-270, *3-RHDL-375, 4-RHDL-375, 6-RHDL-375, 
6-RHD-190, 4-RDH-250, 6-RHD-250, 4-RHD-315, 6-RHD-315, 3-RHD-440, 4-RHD-440, 6-RHD-440, 3-
RHD-600, 4-RHD-600, 3-RHDL-500, and 4-RHDL-500. 
 
~AT or ATL Series, Models: AT-07, AT-09, AT-11, AT-13, AT-15, AT-19, AT-23, AT27, AT-35, ATL-07, 
ATL-09, ATL-11, ATL-15, ATL-19, ATL-23, ATL-27, and ATL-35. 
 
~MSE Series, Lead Calcium Batteries, Models: MSE-960, MSE-1040, MSE-1120, MSE-1200, MSE-
1360, MSE-1440 
 
~Liberty (XL4B) Series, Models: XL4B-7, XL4B-9, XL4B-11, XL4B-13, XL4B-15, XL4B-17, XL4B-19, 
XL4B-21, XL4B-23, XL4B-25 
 
~Denotes All Legacy Product Model Series  
 
AT-#P or ATL-#P Series, Models: -07P, -09P, -11P, -13P, -15P, -17P, -19P, -21P, -23P, -25P, -27P, -
29P, -35P, -37P, and -39P. 
 
*MsEndur II Series AT-#P or ATL-#P, Models AT-07P, ATL-07P, AT-09P, ATL-09P, AT-11P, ATL-11P, 
AT-13P, ATL-13P, AT-15P, ATL-15P, AT-17P, ATL-17P, AT-19P, ATL-19P, AT-21P, ATL-21P, AT-
23P, ATL-23P, AT-25P, ATL-25P, AT-27P, ATL-27P, AT-29P, ATL-29P, AT-35P, ATL-35P, AT-37P, 
ATL-37P, and AT-39P, ATL-39P. 
 

http://ul.com/aboutul/locations/
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*Liberty AES/MSE (100Ah) Series, Models: 100LC05, 100LC05FR, 100LC07, 100LC07FR, 100LC09, 
100LC09FR, 100LC11, 100LC11FR, 100LC13, 100LC13FR, 100LC15, 100LC15FR, 100LC17, 
100LC17FR, 100LC19, 100LC19FR, 100LC21, 100LC21FR, 100LC23, 100LC23FR, 
100LC25,100LC25FR, 100LC27, 100LC27FR, 100LC29, 100LC29FR, 100LC31, 
100LC31FR,100LC33, 100LC33FR, 100LC17CR, 100LC19CR, 100LC21CR, 100LC23CR, 
100LC25CR, 100LC27CR, 100LC29CR, 100LC31CR, 100LC33CR, 100LF05, 100LF05FR, 100LF07, 
100LF07FR, 100LF09, 100LF09FR, 100LF11, 100LF11FR, 100LF13, 100LF13FR, 100LF15, 
100LF15FR, 100LF17, 100LF19, 100LF21, 100LF23, 100LF25, 100LF27, 100LF29, 100LF31, 
100LF33, 100LF17FR, 100LF19FR, 100LF21FR, 100LF23FR, 100LF25FR, 100LF27FR, 100LF29FR, 
100LF31FR, 100LF33FR 
 
*Liberty AES/MSE (50Ah) Series, Models: 50LC05, 50LC05FR, 50LC07, 50LC07FR, 50LC09, 
50LC09FR, 50LC11, 50LC11FR, 50LC13, 50LC13FR, 50LC15, 50LC15FR, 50LC17, 50LC17FR, 
50LC19, 50LC19FR, 50LC21, 50LC21FR, 50LC23, 50LC23FR, 50LC25, 50LC25FR, 50LC27, 
50LC27FR, 50LC29, 50LC29FR, 50LC31, 50LC31FR, 50LC33, 50LC33FR, 50LF05, 50LF05FR, 
50LF07, 50LF07FR, 50LF09, 50LF09FR, 50LF11, 50LF11FR, 50LF13, 50LF13FR, 50LF15, 
50LF15FR, 50LF17, 50LF17FR, 50LF19, 50LF19FR, 50LF21, 50LF21FR, 50LF23, 50LF23FR, 
50LF25, 50LF25FR, 50LF27, 50LF27FR, 50LF29, 50LF29FR, 50LF31, 50LF31FR, 50LF33, 50LF33FR 
 
*Sealed cell, Valve Regulated rechargeable Lead Acid Batteries 
 
*Liberty (LBT) Series “C&D2-XXX LBT”; Liberty (H-Series)”C&D2-XXXH LBT” Models: C&D 2-
1000LBT, C&D 2-1000H LBT, C&D 2-1000S LBT, C&D 2-1000N LBT, C&D 2-1000N LBT, C&D 2-
1000V LBT, C&D 2-1200 LBT, C&D 2-1200N LBT, C&D 2-1200H LBT, C&D 2-1200S LBT, C&D 2-
1200V LBT, C&D 2-1500 LBT, C&D 2-1500H LBT, C&D 2-1500S LBT, C&D 2-1500N LBT, C&D 2-
1500V LBT, C&D 2-2000LBT, C&D 2-2000H LBT, C&D 2-2000S LBT, C&D 2-2000N LBT, C&D 2-
2000V LBT, C&D 2-200 LBT, C&D 2-200H LBT,C&D 2-200S LBT,C&D 2-200N LBT, C&D 2-100 LBT, 
C&D 2-150 LBT, C&D 2-200V LBT, C&D 2-150V LBT, C&D 2-100V LBT, C&D 2-2500 LBT, C&D 2-
2500H LBT, C&D 2-2500S LBT, C&D 2-2500N LBT, C&D 2-2500V LBT, C&D 2-3000 LBT, C&D 2-
3000H LBT, C&D 2-3000S LBT, C&D 2-3000N LBT, C&D 2-3000V LBT, C&D 2-300 LBT, C&D 2-300H 
LBT, C&D 2-300S LBT, C&D 2-300N LBT, C&D 2-300V LBT, C&D 2-400 LBT, C&D 2-400H LBT, C&D 
2-400S LBT, C&D 2-400N LBT, C&D 2-400V LBT, C&D 2-500 LBT, C&D 2-500H LBT, C&D 2-500S 
LBT, C&D 2-500N LBT, C&D 2-500V LBT, C&D 2-600LBT, C&D 2-600H LBT, C&D 2-600S LBT, C&D 
2-600N LBT, C&D 2-600V LBT, C&D 2-800 LBT, C&D 2-800H LBT, C&D 2-800S LBT,C&D 2-800N 
LBT, C&D 2-800V LBT. 
    
**GEL/G Series, Models: C&D 2-1000 GEL, C&D 2-1000 G, C&D 2-1200 GEL,C&D 2-1200 G, C&D 2-
1500 GEL, C&D 2-1500 G, C&D 2-2000 GEL, C&D 2-2000 G, C&D 2-2500 GEL, C&D 2-2500 G, C&D 
2-3000 GEL, C&D 2-3000 G, C&D 2-100 GEL, C&D 2-150 GEL, C&D 2-200 GEL, C&D 2-200 G, C&D 
2-300 GEL, C&D 2-300 G, C&D 2-400 GEL, C&D 2-400 G, C&D 2-500 GEL, C&D 2-500 G, C&D 2-600 
GEL, C&D 2-600 G, C&D 2-800 GEL, C&D 2-800 G 
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C E R T I F I C A T E  O F  C O M P L I A N C E  
   

Certificate Number  20180420-MH13521 

Report Reference  MH13521-19920930 

Issue Date  2018-APRIL-20 

 

 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  

 
Page 4 of 4 

 
Chemical & Petroleum Application (CPS Series) Models: CPS 2-1000, CPS 2-1200, CPS 2-1500, CPS 
2-2000, CPS 2-200, CPS 2-2500, CPS 2-3000, CPS 2-300, CPS 2-400, CPS 2-500, CPS 2-600, CPS 
2-800 
 
**“Nano-Carbon” (SHC) Series, Models: SHC 2-300, SHC 2-400, SHC 2-500, SHC 2-600 
 
MSE Series, Models: MSE2-100, MSE2-200, MSE2-300, MSE 2V 100Ah, MSE 2V 200Ah, UPS12-
1000 MSE, MSE 2V 300Ah, UPS 2-1020 MSE, UPS 2-1350 MSE, MSE2-400, MSE 2V 400Ah, UPS 2-
1560 MSE, MSE2-500, MSE 2V 500Ah, UPS 2-1800 MSE, MSE2-600, MSE 2V 600Ah 
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